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MANOEUVRING SYSTEMS
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Compact Power. Smart Control. Application focus:

The Linked Cylinder Type Steering Gear from Becker 
Marine Systems offers scalable torque, a compact layout 
and smart design. Its simple operating principle ensures 
reliable manoeuvring and low maintenance, even under 
tough conditions. With standardised hydraulic units and 
control systems, this solution is robust, efficient, and easy 
to integrate into any vessel design.

Suitable for vessels with rudder  
angles of up to 45 degrees, such as:

Multi Purpose Vessel

General Cargo Vessels

Container Feeder Vessels

Working Boats

Yachts

Simple working principle

Low maintenance effort

Robust against rudder bearing wear

One supplier for complete manoeuvring unit (steering gear and rudder) 

Customised actuator sizes for small installation spaces

Precision and performance for an 
advanced steering experience.

CYLINDER
For turning the tiller,  
one cylinder pushes  
(extension) and the  
other pulls (retraction)

TILLER 
Connected to  

rudder stock by a 
conical press-fit

SUPPORT
Welded to  

ship structure

Subject to change and errors, illustrations are similar.



CONTROL IN  
EVERY MOVE
Cylinder type steering systems
ensure smooth operation.

OCTOPUS, YACHT 
Becker Cylinder Type Steering Gear

NORDSEE, DREDGER 
Becker Cylinder Type Steering Gear

CLUB MED 2, CRUISE SHIP 
Becker Cylinder Type Steering Gear
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MANOEUVRING SYSTEMS

CYLINDER TYPE STEERING GEAR
SHOW PRODUCT

Hydraulic Power Unit (HPU)

	ՠ Each HPU is equipped with at least one oil tank,  
one electrical motor and one hydraulic pump

	ՠ Safety valves protect the actuator from  
overload pressure

	ՠ Uses an open- or a closed-loop hydraulic system 
with a variable displacement pump, suitable for  
torque up to 1,000 kNm

	ՠ Temperature sensor and oil-level switches provide 
monitoring information for the alarm system

	ՠ �Up to two HPUs can be mounted on 
one transport grid (see figure)

Alarm & Control System

	ՠ Receives commands from the vessel control  
system (FFU / NFU / Autopilot) and executes  
them - 'turn starboard (SPB)' or 'turn portside (PS)'

	ՠ Alarm & control panels monitor the connected  
components, indicate warnings and failures and  
enable the user to switch the HPUs on or off

	ՠ One alarm panel in the engine control room (ECR) 
monitors the connected components and indicates 
warnings as well as failures

	ՠ In case of emergency, the steering gear can  
be controlled by a terminal box near the rudder  
actuator (with starter box switched to ‘local  
operation’)

FUNCTIONAL OVERVIEW
KEY COMPONENTS BY LOCATION

Scalable performance, smart system design

Working torque from 100 to 1000 kN m with a rudder angle range up to ± 45 degree

Parametric design of actuator

Standardised design of hydraulic power units

Standardised design of control and alarm system

LINKED 
TYPE

ACUATOR

INPUT: 
ELECTRICAL SUPPLY

INPUT: 
TURNING COMMAND
(STB OR PS)

OUTPUT: 
RUDDER TURNING

BRIDGE STEERING GEAR ROOM

ALARM PANEL

STARTER
BOX

HPU 2

CONTROL
BOX

STARTER
BOX

HPU 1

STEERING GEAR PUMP 2

ALARM & CONTROL HPU 2

STEERING GEAR PUMP 2

ALARM & CONTROL HPU 1

HPU 1 HPU 2

ECR

Functional overview of the Cylinder Type Steering Gear system with key control and power components



HEAD OFFICE 
Becker Marine Systems GmbH 
Blohmstr. 23, 21079 Hamburg, Germany
Phone:	 +49 40 24199-0 
Mail:	 info@becker-marine-systems.com

CHINA, SHANGHAI
Becker Marine Systems China Ltd.
Room 2704-07A, Jiangnan Shipyard Building 
No. 600 Luban Road, Huangpu District 200023 
Shanghai, P. R. China 
Phone:	 +86 21 53019911
Mail:	 mma@becker-marine-systems.com

CHINA, ZHENJIANG
Becker Marine Systems JiangSu Co. Ltd.
No. 709 ChangJiang Road,  
Industry Park Runzhou District
Zhenjiang 212005, P.R. China
Phone:	 +86 511 80862626
Mail:	 zhenjiang@becker-marine-systems.com

KOREA
Becker Marine Systems Korea Ltd. 
KNN Tower #909, Centum seo-ro 30,  
Haeundae-gu, Busan 48058 
Republic of Korea
Phone:	 +82 51 664 6760
Mobile:	+82 10 6260 5513
Mail:	 kki@becker-marine-systems.com 

NORWAY
Becker Marine Systems Norway AS
Visiting address: Askheim 1C,  
2022 Gjerdrum, Norway
Post address: P.O. Box 4,  
2024 Gjerdrum, Norway
Mobile:	+47 91 357418
Mail:	 jfo@becker-marine-systems.com

SINGAPORE
Becker Marine Systems Asia Pte. Ltd.
6 Temasek Boulevard,  
#29-03 Suntec Tower 4, Singapore 038986
Phone:	 +65 9233 3379
Mail:	 hta@becker-marine-systems.com

USA
Rödl Langford de Kock LLP
Attn: Becker Marine Systems USA Inc. 
1900 West Loop South, Suite 1550,  
Houston, TX 77027
Phone:	 +1 281 332 4555
Mobile:	+1 814 424 1495
Mail:	 brh@becker-marine-systems.com

www.becker-marine-systems.com
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